
.788 [20.00]

7.874 [200.00]

12.283 [312.00] 6.000 [152.40]

.787 [20.00] 12.598 [320.00]

7.48 [190.00]

11.540 [293.13]

Ø.470 [11.90]
4X

[-A-]

1 UPPER VERTICAL TUBING SS 304 1P4105091503-200501-00

11 TUBE 6.00 OD X 5.704 ID X 2.33 LG SS 304 2

7 SUPPORT LEG SS 304 1

VAC. TIGHT
TIG

TYP FOR ALL

ADVENT ASSOCIATES
5808 NORTH ST. LOUIS AVE
CHICAGO, IL 60659
PHONE: 312/ 583-7979
FAX: 312/ 583-7260

1.  WHEN MACHINING VACUUM PARTS, USE OF SILICONE,
   SULPHUR-BASED CUTTING FLUIDS AND ABRASIVES IS

    PROHIBITED.  USE TRIM SOL OR APPROVED EQUAL LUBRICANT.

ANL DOCUMENT #410201-00095.

3.  FOR COMPLETE WELDING SPACIFICATIONS SEE ANL DOCUMENT

2.  FOR COMPLETE SPECIFICATIONS ON MACHINING, CLEANING, VACUUM
REQUIREMENTS, TESTING AND DELIVERY PREPARATION, SEE

NOTES:

4.  DIMENSIONS IN BRACKETS [  ] ARE MILLIMETERS.

    #AMS 26A5C.

12 FLANGE NON-ROT. 6" O.D. 2110026

13 FLANGE NON-ROT. 6-3/4 " O.D. 3110029

14 FLANGE NON-ROT. 8" O.D. 4110031

A1734901

P4105091503-200500-01

L3 BENDING MAGNET WHITE BEAM
HORIZONTAL AND VERTICAL SLITS

VACUUM HOOD
ASSEMBLY

1:2

1 1 E

.015 [.381]

.010 [.254]

.005 [.127]

.25

125

      SEE B.O.M.

3/94

V. TCHESKIDOV 3/94

3/94

V. TCHESKIDOV 3/94

D. SHU

T. M. KUZAY

STERLING
E. GALINOVSKAYA

STERLING
E. GALINOVSKAYA

10 PLATE SS 304 4

8.682 [220.52]

12.067 [306.51]

[g,.004,A]

[g,.004,A]

[e,.004,A]

TUBINGS AND FLANGES

TYP
FOR LEGS

2 UPPER VERTICAL TUBING SS 304 1P4105091503-200502-00

3 LOWER VERTICAL TUBING SS 304 1P4105091503-200503-00

4 HORIZONTAL TUBING SS 304 2P4105091503-200504-00

5 OBSERVING TUBING SS 304 2P4105091503-200505-00

6 HOOD SS 304 1P4105091503-200506-00

P4105091503-200508-00

P4105091503-200507-01

8 SUPPORT LEG SS 304 2

9 SIDE FLANGE SS 304 2P4105091504-200509-00

13 14

3

1 2

4

5

6

7

8

9

P4105091503-200510-00

10

11

12

.788 [20.00]

8.642 [219.51]

[g,.004,A]

TIG
2X

10.867 [276.00]

FULL RENETRATION

3.70 [93.90]

23.622 [600.00]

1

1 P4105091503-200507-01was


